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Indoor antennas 
in REMO style
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QUADRA ANTENNA SERIES

• Can be placed on any horizontal surface next to the TV.

• Receiving frame can be moved and turned at any direction.

• VHF telescopic elements can be turned for 360 degrees for fine-tune the TV channels   on 
   analog signals (BAS-5303).



•  New QUADRA series from "REMO DESIGN STUDIO"  Recognizable form for fans of classics.

•  New functional solutions in amplified models.
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• Cable length 2 meters

• Connector type: Euro-plug, or F-plug

• Recommended distance to the TV center: up to 20 km

• Effective both in and outside the city



Operating range: 1-5, 6-12, 21-69 TV channels (VHF + UHF )

P - passive

USB - Powered by USB

DX - powered by AC adapter 220V, or from USB
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Operating range: 21-69 TV channels UHF 

P - passive

5V - powered by a digital set-top box or 5V injector

USB - Powered by USB

DX - powered by AC adapter 220V, or from USB



READY FOR 
OEM PROJECTS

PACKAGING

FULL COLORED GIFT BOX
MASTER CARTON -  - corrugated cardboard box (20 pcs.)
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«SEMZ REMO», LLC
410033, Saratov,  50 Let Octyabrya, 101

           +7 (8452) 49-32-33

           online@remo-zavod.ru
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